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DEMO SITE Katwijk, Netherlands

Due to the rapidly increasing water demand resulting from population and
economic growth, the water utility DU needs to start treating surface water from a
Lake before infiltration in the Berkheide dunal aquifer. Managed Aquifer Recharge
using water from the nearby Lake Valkenburg has been identified as the best
strategy for long-term aquifer protection and preservation. Fed by the river Old
Rhine, it is increasingly contaminated by salinity (salt intrusion from the sea) and
micropollutants. Therefore, treatment of the lake water is needed Iin order to
prevent groundwater contamination resulting from Managed Aquifer Recharge.

OVERVIEW
é @5 Climate & global change expected
North Atlantic climate; high water vulnerability, clear climate change
effects that can strongly affect the coastal dunes.
'0=] Groundwater protection technological approach
= Managed Aquifer Recharge of dunal aquifer using surface water.
E Societal and policy context
& High societal concern about water pollution, low about drought.
Minimum progress towards Water Framework Directive implementation.
Demosite leader: Sergio Salinas Entity: IHE DELFT
Find out more about Utility: Dunea Duin & Water (Netherlands)

the demosite of Katwijk!
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Surface water from Lake Valkenburg.
—» Dissolved air flotation
Salinity, turbidity, natural organic matter, particular and colloidal matter. l
The selected water treatment process includes two treatment lines that will be tested ¢ ¢
in parallel and compared: Rapid sand filtration i Ultrafiltration

1) coagulation/flocculation + dissolved air flotation + rapid sand filtration + activated :
carbon adsorption. A ¢ ¢
2) coagulation/flocculation + dissolved air flotation + ultrafiltration + reverse osmosis. : L

Activated carbon filtration Reverse osmosis
MFI-UF, MFI-0.45 and BGP are implemented relatively to both the inlet and S — T T
outlet of the lake water treatment process.
Activated carbon step: Active intermittently
Operation started on for a few months
No modelling tool will be implemented in DS 1. September 1, 2024 during RPI1
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